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CONSTRUCTION

Pre-painted [White In & Out) Panels
Double wall panels insolated 2* thick
Dasign for strength and easy assambly
Tongue and groove joints

MECHANICAL & MOTOR

[2] - 24" 3,BD0 CAM Tube-axial fan
[2] - 2HP-3PH-24 v Baldor motar
High capacity exhaust

Dayton belt drive & pulley system

MAIN DOOR

[4] - Bifald doors: 2°-3° [w] x 9'[h]
Man sccess door: 36" x B4”

AUTO PREMIUM LINE

azone compatible

OJOJOR®

EVOLUTION PREMILIM SPECIFICATIONS

SPECTREUM | EVOLUTION | CROSSFIRE

The Evaolution Premium is an auto booth designed to direct the
airflow entering the booth cabin through the fully filtered ceiling
plenum, and exhaust it at the both lower, side, exhaust plenums. This
boath is customized to fulfill all the rigorous needs of the more
advanced waterborne coatings.

| All booth specificetions based on 14" x 24° x §° booth configuration]

FILTRATION

[20] - Exhaust filkers frame

[B] - Intake filkers frame

[40) - Wiregrids Oim: 200" x 20" x 2"
Exhaust filtars located at back sides

LIGHTING

4’ light fixtures with £ fluorescent lamps
[10] upper horizontal light figuras

(5] lower horizontal bght fetures

Energy efficient ballast 120V 60Hz
Hesttreated tempered glass

EXTERIOR SIDE ANGLE VIEWW

5 INTERIOR REAR VIEW




[TRU-DOWMN DRAFT]

SPECTRUM P

OUR PREMIUM PRODUCTION LINE

The Spectrum P is SprayZone's premium auto
booth designed to direct the airflow entering the
fully filtered ceiling plenum and exhaust it through
the filtered floor plenum. This booth is specifically

designed to meet the need of the highest

production shops,

ozone oompatible

OJOJOX®

SPECTRUM | EVOLUTIONM |

CROSSFIRE

SPECTRUM PREMILIM SPECIFICATIONS

CONSTRUCTION

Pre-painted [White In & Out) Panels
Double wall penals insolated 3" thick
Design for strength and easy assembly
Tongue and groove joints

MECHANICAL & MOTOR

[1] - 10HP-3PH-240v exhaust motor
[1] - 10HP-3PH-240v intake maotor
[1]-22" and 1-20" low noise turbing
High capacity exhaust & intake
Directly connected to turbine

MAIN DODOR

[4] - Bi-fold doors: 2'-3" [w] x 9h]
Man sccess door; 36" x B4”

FILTRATION

[5] - Exhaust filkers

[B] - Intake fikers

ELIS Diffusion meda intake filtration
Diry type fiber glass filters: 36"x24°
Fully fitered intake ceiling

LIGHTING

4' light ftures with 4 fluorescent lamps
[10] upper horizontal Bght fixtures

[10] lower haorizontal light fixtures
Energy efficient ballast 120V 60Hz

i+

HEATING UNIT

Vertical configuration

Indaor Instzllation

V-bank filter section with pre-fitars

PB 10D0SLP Control paned with spray
and cure tamperature selactor

Single speed spray/bake operation
1,000,000 BTU heater

Spray temperature 55 to S0

Bake ternperature 30 to 160

INTERIOR FRONTAL WVIEW




AUTO PREMIUM LINE

SPRAYZONE.NET

SPRAY BOOTH MANUFACTURING
REFINISHING TECHNOLOGIES

| EVOLUTIDOMN CROSSFIRE

iFIRE PREMIUM SPECIFICATIONS

CONSTRUCTION FILTRATION

Pre-painted [White In & Dut] Panels [20] - Exhaust filters frame

Oouble well panels insolstad 2" thick (2] - Intake filters frame

Design for strength and easy assembly [40] - Wiregrids Dm: 20" x 20" x 2°
Tongue and groove joints Exhaust plenum located centar back
MECHANICAL & MOTOR LIGHTING

1)-30" 12,900 CFM Tube-axial fan &' light fixtures with 4 fluorescent lamps
(1]- 3HP-3PH-240v Baldor motor [10) upper horizontsl light ftures

High capacity exhaust {8 lowar horizontal light fidures

Dayton belt drive & pullay systam Energy efficient ballast 1 20V 60Hz

Heat-treated tempered glass
MAIN DOOR

(3] 34" wide x 9 high tubular frame

Man access door: 36" x 84"
INTERIOR REAR VIEW




SPRAYZONE.NET

SPRAY BOOTH MANUFACTURING
REFINISHING TECHMNOLODGIES

ALTO PREMILIM SPEC COMPARISON SHEET | All specificetions based an 14" x 24' x §' booth configuration]

[1] - 10HP-3FH-2400y Exhaust # Intaka
[2] - BHP-3PH-240v Baldar
m [1] - BHP-3PH.240v Baldar

TUBE AXIAL FAN FILTERS LIGHTS
[1)-22° 7 [1]- 20" Turbira (5] - Exhaust [5] - Inkak [ral) (10 upper # [10] lower
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ALUTO PREMILUM UPGRADE SHEET R

ALTO PREMILUM AIRFLOW TYPES




CONTACT |

Tell Free
[B00) ABE - 1260

Fax
582 . 780 . 8073

ONLINE |

Website
www.SprayZone.net

E-mail
SprayboothBSpreyZone.net

ADDRESS |

SPAAYZOMNE.NET
14058 Garfield Ave.
Paramount, CA 80723
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