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SPECTRUM STANDARD SPECIFICATIONS

CONSTRUCTION
Prepunched single wall panels
18 ga. gehlvanized stesl panels
Seff-support airtight construction
5" O.C precision punched

MECHANICAL & MOTOR

[1] - 10HP-3PH-240v exhaust motor
[1] - 10HP-3PH-240v intake maotor
[1]-22" and 1-20" low noise turbing
High capacity exhaust & intake
Directly connected to turbine

MAIN DODOR

[4] 23" wide x &' high tubular frame
Man sccess door; 36" x B4”

FILTRATION

[5] - Exhaust filkers

[B] - Intake fikers

ELIS Diffusion meda intake filtration
Diry type fiber glass fiters: 36"x24"
Fully fitered intake ceiling

LIGHTING

4' light ftures with 4 fluorescent lamps

[10] upper horizontal Bght fixturas
[B] lower hartzontal light fitures
Energy efficient ballast 120V 60Hz

& | EXTERIOR FRONTAL VIEW

HEATING UNIT

Vertical configuration

Indaor Instzllation

V-bank filter section with pre-fitars

PB 10D0SLP Control paned with spray
and cure tamperature selactor

Single speed spray/bake operation
1,000,000 BTU heater

Spray temperature 55 to S0

Bake ternperature 30 to 160

- INTERIDR REAR VIEWW

"




SPECTRUM | EVOLUTION CROSSFIRE

CROSSFIRE STANDARD SPECIFICATIONS

CONSTRUCTION
Pre-punched single wall panels
18 ga. galvanized steal panels
Self-support airtight construction
5" O.C precision punchad

MECHANICAL & MOTOR

[1]- 30" 12,500 CFM Tube-axial fan
[1] - 3HP-3PH-24 v Baldor motor
High capacity exhaust

Dayton belt drive & pulley system

MAIN DOOR

[2] 46" wade x 9 high tubular frame
Man access door: 36" x B4”

AUTO STNDARD LINE

SPRAYZONE.NET

SPRAY BOOTH MANUFACTURING
REFINISHING TECHNOLOGIES

| BACKDRAFT | FRONTLIME

FILTRATION

[20] - Exhaust fiters frame

[40] - Wiregrids Dim: 20" x 20" x 2"
Exhaust plenum located center back
[2] - Intake fiters framea

LIGHTING

4' bght fixtures with 4 fluorescent lamps
[B] upper harizontal bght fixtures

[4)] lower horizontal light ftures

Energy efficient ballast 120V 60Hz
Hest-treated tempered glass




SPRAYZONE.NET

SPRAY BOOTH MANUFACTURING
REFINISHING TECHMNOLODGIES

- ALTO STAMDARD SPEC COMPARISON SHEET | All specticetions based on 14' x 24' x §' booth configuration]

AUTO BOOTH _ TUBE AXIAL FAN FILTERS LIBHTS
SPECTALM | [1])- 82" / [1]- 20" Turking (5] - Exhawst [5] - Intakm {ral] (100} upper  [6] lowar

EVOLUTION | [2] - 2HP-3PH-240v Baldar [2] - 24" 2,800 CFM [20) - Exbaust [B) - Irkake [pad) [B] uppar / (4] lower

CAOSSFIRE | [1] - BHP.2PH.240v Baldar [1] - 20¢ 12,800 CFM [20] - Exhaust: [2] - Intaika [pad] [B] uppar / (4] lowar

BACKORAFT | [1] - 3HP-3PH-240v Baldar [1]-30° 12,900 CFM [20) - Exhaust. [20) - kvtaka [pac] [E] uppar # (4] lower

FROMTLINE | [1] - IHP-3FH-240% Baldor [1] - 307 12,800 CFM [20) - Exhsaet. [20) - iaka [pad] [B] upper 7 (4] lower

DARD UPGRADE SHEET

SPECTHUM |
EVOLUTIOM |

CROSSFIRE |

BACKORAFT |

FROMTLINE |

AMDARD AIRFLOW TYPES




SPECTRUM | EVOLUTION | CHOSSFIRE | BACKDRAFT | FROMTLINE

Ak

» | FROMNTLIME - BACKDORAFT SPECIFICATIONS

CONSTRUCTION FILTRATION

Pra-Punched single well panels [20] - Exhaust fikers frame
18 Ga. Gahvanized steel panals [20] - Intake filters frame

Self support airtight construction [40] - Wiregrids Dim: 20" x 20" x 2"
6" D.C precision punched Exhaust fitters located at back sides

MECHANICAL & MOTOR LIGHTING

[1]- 307 12,800 CAM Tube-axial fan &' light; fixtures with 4 fluprescant lsmps

[1]- 3HP-3PH-240v Beldor motar (8] upper horzontal light fixturas

High capacity exhaust [4] lower horizontal light fatures

Dayton bek drive & pulley system Energy efficient ballast 120V BOHz
Heattreated tempered glass

CONTACT | OMLINE | ADDRESS |

Toll Free Website SPRAYZONE.NET

(B00) 466 - 1260 www.SprayZone.net 14058 Garfield Ave.
Paramount, CA 80723

Fax E-mail

562 . 780 . 80789 Spraybooth@SpreyZone.net
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